
 

VIBROVAGLI PER BARBOTTINE 

SLB 900-1200 1-2/X 
 

 

 

 

CARATTERISTICHE COSTRUTTIVE: 

Parti a contatto in acciaio Inox Aisi304 
Basamento fisso circolare 
Coperchio opzionale con bocca di carico 
Motovibratore con protezione IP65  
 
CARATTERISTICHE TECNICHE:  

Potenza elettrica: 
 SLB 900 1 Kw 1500’ ; SLB 1200 1,2Kw 1500’ 
Numero di reti: 1 o 2 

 Superficie vagliante:   
 SLB 900 1/x 0,6 mq ; SLB 1200 1/x 1,1 mq 
 SLB 900 2/x 1,2 mq ; SLB 1200 2/x 2,2 mq 
Peso:  

 SLB 1/X 900: 140 Kg ; SLB 1/X 1200: 165 Kg 
 SLB 2/X 900: 165 Kg ; SLB 2/X 1200: 200 Kg 
 

UTILIZZO: 

Per la selezione di polveri e materiali liquidi ad alta densità. 
 

VANTAGGI: 

Ottime portate 
Ingombri minimizzati 
Silenziosità 

 

DIMENSIONI 
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CIRCULAR OUTLET

(OPTIONAL)
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(OPTIONAL)

SLB 900 - 1200 1/X

 
 

MODELLO A B C D E F G H 

SLB 900 1/X 300 535 815 525 995 582 101,6 - 

SLB 1200 1/X 320 570 915 590 1205 715 140 - 

SLB 900 2/X 300 535 690 970 995 582 101,6 525 

SLB 1200 2/X 320 570 706 1050 1205 715 140 590 
 

 



 

VIBRATING SIEVE FOR SLIP SCREENING 

SLB 900-1200 1-2/X 
 

 

 

 

 

CONSTRUCTION FEATURES 

Fixed base  
High splash-free ring plate 
Motovibrator with cast iron casing, protection IP65  
TECHNICAL FEATURES :  

Electrical Power: 
SLB 900 1 Kw 1500’ ; SLB 1200 1,2Kw 1500’ 
Number of decks: 1 or 2  
Screening surface:  
SLB 900 1/x 0,6 mq ; SLB 1200 1/x 1,1 mq 
SLB 900 2/x 1,2 mq ; SLB 1200 2/x 2,2 mq 
Weight:  
SLB 1/x 900 140 Kg ; SLB 1/x 1200 165 Kg 
SLB 2/x 900 165 Kg ; SLB 2/x 1200 200 Kg 
APPLICATION :  

Under the re-conveying /storage. 
Under the spray drier service tanks. 
Under the continuous and discontinuous mill discharge. 
ADVANTAGES: 

High efficiency due to the high frequency vibrations and the 
special conic construction. 
High output performances thanks to the large screening 
surface. 
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