
 

CERNITRICE IN CONDOTTA PER POLVERI CDC1 

 

 

CARATTERISTICHE COSTRUTTIVE : 

Interamente realizzata in acciaio Inox Aisi304 
Magneti in Ferrite 2800 Gauss o al Neodimio 6000 Gauss 
Costruzione chiusa con bocche frangiate rettangolari o a 
richiesta con bocca di alimentazione tonda. 
Saracinesca sotto la bocca di alimentazione per il dosaggio 
dello spessore di materiale sul tamburo. 
 
CARATTERISTICHE TECNICHE :  

Potenza elettrica:  0,16-1,1Kw  
 
UTILIZZO : 

Deferrizzazione di prodotti fini e granulari. 

 

DIMENSIONI 

 

 
                    Quotes in millimetres. 

 



 

CERNITRICE IN CONDOTTA PER POLVERI CDC1 

 

 

 CONSTRUCTION FEATURES: 

Entirely made in Stainless steel Inox Aisi304 
Neodymium magnets 6000 Gauss in open field, 
(12’000 Gauss in closed field). 
Closed construction with flanged rectangular mouths or 
circular on request. Rolling shutter under the mouth of 
feeding for dosing of the thickness of material on the drum. 
 

 TECHNICAL FEATURES :  

 Electric Power:  0,16-1,1Kw  
 

 APPLICATION :  

 Iron removing of thin and granular products. 

 

DIMENSIONI 

 

 
                    Quotes in millimetres. 

 


