
 

VIBROVAGLI PER BARBOTTINE 

SLM 900-1200 1-2/X 
 

 

 

 

 

CARATTERISTICHE COSTRUTTIVE: 

Parti a contatto in acciaio Inox Aisi304 
Basamento fisso circolare 
Coperchio opzionale con bocca di carico 
Motovibratore con protezione IP65  
 
CARATTERISTICHE TECNICHE:  

Potenza elettrica: 
 SLM 900 1Kw 1500’ ; SLM 1200 1,2Kw 1500’ 
Numero di reti: 1 o 2 

 Superficie vagliante:   
 SLM 900 1/x 0,6 mq ; SLM 1200 1/x 1,1 mq 
 SLM 900 2/x 1,2 mq ; SLM 1200 2/x 2,2 mq 
Peso:  

 SLM 1/x 900 185 Kg ; SLM 1/x 1200 220 Kg 
 SLM 2/x 900 210 Kg ; SLM 2/x 1200 250 Kg 
 

UTILIZZO: 

Per la selezione di barbottine ceramiche ad 
alta densità. 
 

VANTAGGI: 

Ottime portate 
Ingombri minimizzati 
Silenziosità 

 

DIMENSIONI 

 

 

 

 

 

 

 



VIBRATING SIEVE FOR SLIP SCREENING 

SLM 900-1200 1-2/X 
 

 

 

CONSTRUCTION FEATURES: 

Fixed base  
High splash-free ring plate 
Motovibrator with cast iron casing, protection IP65 
 
TECHNICAL FEATURES :  

Electric Power: 
 SLM 900 1Kw 1500’ ; SLM 1200 1,2Kw 1500’ 
Number of decks: 1 or 2 

 Screening surface: 
 SLM 900 1/x 0,6 mq ; SLM 1200 1/x 1,1 mq 
 SLM 900 2/x 1,2 mq ; SLM 1200 2/x 2,2 mq 
Weight: 

 SLM 1/x 900 185 Kg ; SLM 1/x 1200 220 Kg 
 SLM 2/x 900 210 Kg ; SLM 2/x 1200 250 Kg 
 

APPLICATIONS :  

Slip screening after grinding. 
 

ADVANTAGES: 

High efficiency due to the high frequency 
vibrations and the special waste discharge. 
High output performances thanks to the large 
screening surface. 

 

DIMENSIONS 

 

 

 


